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EP SERIES DUCTED ELECTRONIC AIR CLEANERS
ELECTROSTATIC PRECIPITATORS ENGINEERED FOR 
DUCTED INLINE AIR PURIFYING SYSTEMS 

EP Series is most suitable for kitchen extract .
It removes smoke , fumes, oil & mist

PROVIDING
CLEAN AIR TO
ENVIRONMENT



Cabinet Construction: Powder coated Finish 
Weight: 65 Kgs

Power Input (EP-30) :
200-240 V, 50/60Hz
Nominal Watts 50, Max 100

Power Supply :
Solid-state, self- regulating. Nominal output voltages 
are 12000 VDC ionizer and 6000 VDC on collector 
section. Power supply pack is mounted with the 
hinged door and sealed separate from the airstream.

CELL SPECIFICATION

Dimension: 677(W) x 464(H) x 254(D) –1 Cell
Weight of each cell: 18 Kg per cell
Material: Aluminum & Stainless steel
Filt er Details: The EP units will have one �lter each at 
air entry side and airleaving side. 
Filt er: 1” thick – Excelair Metallic Filter

Ambient Temp: 125° F-max, 40 F min

Mounting: 
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Cabinet Construction:  Powder coated Finish 
Weight: 130 Kgs

Power Input (EP-60) :
200-240 V, 50/60Hz 
Nominal Watts 50, Max 100

Power Supply :
Solid-state, self- regulating. Nominal output voltages 
are 12000 VDC ionizer and 6000 VDC on collector 
section. Power supply pack is mounted with the 
hinged door and sealed separate from the airstream.

CELL SPECIFICATION

Dimension: 677(W) x 464(H) x 254(D) -2 Cells
Weight of each cell: 18 Kg per cell
Material: Aluminum & Stainless steel
Filt er Details: The EP units will have one �lter each at 
air entry side and airleaving side. 
Filt er: 1” thick – Excelair Metallic Filter

Ambient Temp: 125° F-max, 40 F min

Mounting: 
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Cabinet Construction: Powder coated Finish
Weight: 200 Kgs
 
Power Input (EP-90):
200-240 V, 50/60Hz
Nominal Watts 50, Max 100
 
Power Supply:
Solid-state, self- regulating. Nominal output voltages 
are 12000 VDC ionizer and 6000 VDC on collector 
section. Power supply pack is mounted with the 
hinged door and sealed separate from the airstream.
 
CELL SPECIFICATION

Dimension: 677(W) x 464(H) x 254(D)-3 Cells
Weight of each cell: 18 Kg per cell
Material: Aluminum & Stainless steel
Filt er Details: 
air entry side and air leaving side.
Filt er: 1” thick – Excelair Metallic Filter
 
Ambient Temp: 125° F max, 40 F min
 
Mounting:

 
EP90 Unit Size = 2047 (W) x 666 (H) x 500 (D) mm
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vertical air�ow with horizontal air�ow. vertical air�ow with horizontal air�ow.

EP60 Unit Size = 1366(W) x 666(H) x 500(D)EP30 Unit Size = 687(W) x 666(H) x 500(D)



suitable for outdoor
With oil drain tray

Easy to stack

Stacking capacity
up to 36000 CFM Strong in construction

Solid state
power supply

Power consumption 
Ammeter

Features 



(** The ESP-EP units are without fan/blower. Can be supplied along with the fan/blower)

Technical Drawing
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